
A.24 RECESSED
design

Carlotta de Bevilacqua

Sharping Diffusing
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DIM 4 NO DIM 
0 3000K 4000K

FL 0,5 0,6
XF 0,3 0,4

LED1 from Dthr (m)

B16A B25A C16A C25A

320 270 70 1011 1 1 2 2
240 210 75 570 2 3 4 5
150 125 65 550 3 4 6 7

Power Unit 
power [W]

Max admitted 
power [W]

Inrush current 
(typ @230VAC) 

[A]

twidth measured 
at 50% Ipeak 

[msec]

Number of power unit under same MCB

i



   G

   A,B

   C

   E2   E1

i

i

≤ XXX W
≤ 14 m

OUTPUT 
MAX

XXX W

≤ XXX W
≤ 14 m

≤ XXX W
≤ 14 m

YYY W

YYY W

   D,H



A

B

A

B



2

1 A



124mm

310mm

222mm

26mm

31mm

24
,5
m
m

88
m
m

3



3

D2
D1

N
L

DIM 4
4a

NO DIM 

N
L

4b



5

6

CLICK 17

A

B



2

1 A



360 mm
130 mm

9 10

11 12



13

D2
D1

N
L

DIM 4
14a



16

CLICK



+ + +
M1 M2 M3 Mn

Wtot  =  M1 + M2 + M3 + ..... + Mn

Wtot
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