
Luminaire

Code 0455020A
Name LOGICO SOSPENSIONE 3 IN LINEA SETA
Measurem.

Code FTS0002515-B
Name LOGICO SOSPENSIONE 3 IN LINEA SETA

Luminaire Flux        3936 lm Luminaire Power   36.0 W Efficacy  109.328 lm/W Efficiency  86.25%

Source Flux        4563 lm Maximum value 118.80 cd/klm Position C=255.00 G=35.00 CG Asymmetrical

Rectangular Luminaire Length 400 mm Width 1000 mm Height 340 mm
Rectangular Luminous Area Length 400 mm Width 1000 mm Height 340 mm

Horizontal Luminous Area 0.400000 m2 Emitting area on Plane 180° 0.136000 m2
Emitting area on Plane 0° 0.136000 m2 Emitting area on Plane 270° 0.340000 m2
Emitting area on Plane 90° 0.340000 m2 Glare area at 76° 0.228729 m2

Coordinate system CG Symmetry Type Asymmetrical
Date 26-08-2024 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux  4563 lm

Lamping=LED DIM 3x12W (E27) CCT=2700K CRI=80

C.I.E. 31   54   77   55   86 D DIN 5040 C21
F UTE 0.48 H + 0.39 T B NBN BZ 7
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